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2.

3.

WORK ZONE CONDITION (SEE CONDITION GUIDANCE)

A - ALLOWED - CONSIDER USING A SPOTTER, WORK VEHICLE REQUIRED.
B - ALLOWED - SPOTTER AND/OR CHANNELIZING DEVICES RECOMMENDED, CONSIDER TMA AND/OR PCMS/ARROW CAUTION MODE.

C - ALLOWED - CHANNELIZATIGON DEVICES AND PCMS/ARROW (CAUTION MODE), TMA, SPOTTER RECOMMENDED,

VEHICLE #1 REQUIRED.

w20-1
48"x 48"
B/0
-
; # WORK WITHIN THE ACTUAL INTERSECTION
MAY REQUIRE A SPECIFIC TCP.
SEE NQTE 2
: 7 \:- '
I e emeemeeneggenee] I . T
» _/C§ : &

NOTES:

WORK VEHICLE W/BEACON LOCATED IN SAME QUADRANT AS

WORK LOCATION.

RESTRICTED SIGHT DISTANCE REQUIRES ADDITIONAL ADVANCE

WARNING DEVICES OR SIGNS,
DISTANCE CHART.

REFER TO TAPER AND BUFFER SPACE DETAILS SHOWN ON
APPENDIX 3-3 FOR ADDITIONAL INFORMATION. :
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SEE TCD 14 FOR SIGHT

TYPICAL SHORT DURATION WORK OPERATION
INTERSECTION LOCATION
(SEE GUIDANCE TEXT FOR ADDITIONAL DIRECTION)
TCP 17

LEGEND
WORK VEHICLE W/ WARNING BEACON

CHANNELIZATION DEVICE

ARROW PANEL
SIGN LOCATION - CAUTION MODE

PROTECTIVE VEHICLE =1 REQUIRED




